
Star Stryker Chin Radiator cover
LowandMean.com      Part # LM- 04S-100 

928.680.6660  Instructions
LM-04S-100 includes: WARNING:  

We highly recommend using a motorcycle jack/lift for this install to stabilize 

the motorcycle. Do not install this item when the engine is warm. This is an 

install at your own risk. If you feel you are not capable of installing this 

successfully then we highly suggest you take this item to a professional shop. 

2 Flat head bolts 

2 Rubber washers 

Suggestions for install: 

1) We suggest putting your motorcycle on a stable lift/ jack so the
motorcycle is level. The Stryker has very uneven bottom frame rails, 
so please be careful. 
2) If you’re installing the screen to the LM Radiator cover, it’s
important to place the chin scoop facing down on a stable surface so 
you can easily work on the inside. See our honey comb screens 
instructions for more details. We suggest installing the screens 
before installing LM Radiator cover. 
3) To remove the stock radiator cover, simply remove the two cap
bolts at the top and the plastic cover will fall downward. See fig.1 
4) We suggest pre fitting the LM Radiator cover to confirm the holes
in the LM Radiator cover line up with the two bolt holes you just 
removed the stock hardware from.  
5) Before final install, attach the rubber washer to the backside of
the chin scoop with superglue so they do not fall off during install. 
Or you can use some silicone on the backside of the bolt holes to 
help secure the LM Radiator. See fig.2 It can be difficult to see the 
bolt hole when installing the hardware. 
6) We suggest adding a bit of silicone to the bottom hooks before
the final install. See Fig.3 Install: First hook the bottom of the chin 
scoop under the frame and then pull up and flush with the radiator. 
See fig.4 If you’re having difficult aligning the bolt into the threaded 
hole then we suggest carefully pulling back the LM Radiator cover to 
help you look behind it to see the bolt hole. We always suggest using 
Loctite® on the supplied bolts and a little silicone on the back side to 
help support the LM Radiator cover. Evenly snug both bolts down 
tight. 
7) You will not use the stock radiator cover or stock hardware.
8) Double check all hardware after your first few rides.

Please send us a picture of your Nice bike™.
Please contact our Tech support if you have any issues or questions about install

Techsupport@LowandMean.com or 928-680-6660
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