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The other wire harness needs to be unwrapped until all the wires are 
showing. The gray connecter with the blue and black wires are the 
set needed for the license plate lights.
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Because the stock unit uses a common ground wire, you will have to 
follow the black wire back from the gray connector. When you get to 
the point where it is joined with the other black wire, cut only the 
black wire and then you will have to find a way to connect that black 
wire to the ground wire.
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Another way to connect the LED license plate lights is to connect the
2 black wires from the LED Lights to the black wire in the rear tail
light harness. The 2 red wires from the LEDs will conncet to the blue
wire in this harness.  If you are doing it this way this step will actually 
take place during Step 12.

READ ALL INSTRUCTIONS BEFORE BEGINNING INSTALLATION

Contact Tech Support if you have any issues or questions
TechSupport@LowandMean.com or 928-680-6660
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Star Bolt Side Mount License Plate Kit 
Installation Instructions

LM-04B-920

1 Remove your seat and disconnect wire harnesses running to the rear
fender. 
Remove the rear fender and place the fender upside down on your 
work bench. Disconnect all cables from the brake lights and turn signals.

3 Remove the 4 bolts connecting the rear license plate assembly to the
          fender.  Fig. 2

4
Remove the two nuts that are holding on the brake/running light to the 
fender. When the light is removed, press out the rubber grommet and 
cover hole with supplied Low and Mean decal or decal of your choice.

5 Remove the bracket in the center of the fender and remove the fender
struts.

6

Now you can remove the wire harness. Unwrap the wire harness until 
you have 2 sets of wires.  The one with the black connector on the 
battery side and the white connector on the rear (this cable is for your 
rear tail light).  Set aside as you will be routing this cable in step 12,  if 
you are installing the license plate kit with the rear tail light adapter.

Let us know how your installation
went.  Send an email to

TechSupport@LowandMean.com

Scan the QR code to the left to be
directed to the How To Video by

Low and Mean

Parts Included:
Support Plate

License Plate Frame
Axle Bracket

Brake Light Bracket
(3) Bolts with (3) Nuts

(2) LEDs  &  3 Zip Ties  & Decal

Fig. 1 Fig. 2 Fig. 3
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10
Install the Low and Mean Side Mount License Plate to your Bolt by 
loosening the rear axle (do not completely remove the axle just 
loosen the nut on the right side of the bike) by gently tapping it out.

11

Slide the Low and Mean Side Mount License Plate Frame up between 
the swing arm and frame.  Make sure that the slot on the bracket is 
fitted over the ribbed part on the belt tensioner as this helps keep it in 
place. Re-tighten the axle. Make sure you hold it in place until the axle 
is completely tightened.  Fig. 4 and 5

12

Route the rear tail light cable from the battery box out the left side and 
down to the swing arm and then back to the license plate under the 
swing arm. Fig 6   Once in place, use the zip ties provide to hold the 
wire harness in place.  If you are wiring the LED Lights to this harness, 
now would be the time to do Step 9.

13 Re-assemble your rear fender making sure you connect the turn signal
connectors.

14 Re-install the rear fender and seat.

Star Bolt Side Mount License Plate Frame Install (Continued)

Contact Tech Support if you have any issues or questions
TechSupport@LowandMean.com or 928-680-6660
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 Assembling the Low and Mean Side Mount

License Plate Frame
Horizontal Mount  - mount the axle bracket to the plate support using the bolt
with the counter sunk head.   Fig. A
Vertical Mount - rotate the plate frame 90 degrees counter clockwise and bolt
together as in previous step. Fig. B
Now place your license plate and license plate frame onto the plate support
and bolt together using the bolts supplied on the side with the axle bracket and
the LED lights on the other side. Fig. C
Horizontal Mount with rear tail light bracket bolt the plate support to the axle 
bracket and the rear tail light bracket together (in this order) using the bolt with 
the counter sunk head.  As you tighten this bolt make sure the other holes are 
lining up.  Fig. D
Now place your license plate and license plate frame on the plate support and
bolt together using the bolts supplied (on right end holes)  and LED lights on left
end holes. .
Vertical Mount with rear tail light bracket.  You can follow the process you used 
in step 2 and when you bolt the license plate & license plate frame to the plate 
support you will also attach the rear tail light bracket.   Use the 2 bolts
supplied on the top 2 holes & use the LED lights on the bottom 2 holes.  Fig. EFig. 4

Fig. 5

Fig. A

Fig. B

Bolts

LEDs

Fig. D

Fig. EFig. 6

Fig. C

For the R-Spec Bolt.  You can only mount 
the running light on the  horizontal kit. The 
running light bracket must be to the far left 
side of the plate.  Use the included spacer 
in the lower left hand corner.   Fig. F

Fig. F

Star Bolt Side Mount License Plate Kit 
Installation Instructions
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