
Star Stryker Performance Air Intake
LowandMean.com      Part # LM-04S-1005 

928.680.6660  Instructions

LM-04S-1005  includes: WARNING:
This product only works with the Harley Davidson 3 

bolt air filters. Do not install this product if your 

engine is warm. If you feel you are not able to 

install successfully then we highly suggest you 

take this item to a professional shop. Please read 

all instructions before starting installation. 

1 Inner support adapter 

1 Outer support adapter 

7 6mm button heads 

6 6mm flat washer 

6 6mm Lock washer 

6 6mm Nylon nuts 

1 Clip nuts attached to inner 

1 Silicone tube 

1 243 Loctite 

1 Nylon coupler attached to 

inner 

1 Gasket for elbow 

Please contact our Tech support if you have 

any issues or questions about install.  

Techsupport@LowandMean.com  

or 928-680-6660
 © 2006-2014 Low and Mean L.L.C.™,

All rights reserved. 

Installation Suggestion: 
1) Start by removing the stock air filter cover, air filter and air box, also the

lower support bracket on the motor. Remove the 2 rubber O-rings from the air 

box. There’s a large O-ring and a small one that need to be removed.  

2) You’ll install these O-rings into the grooved areas of the LM inner adapter

See FIG.3 they will go in the grooves of the eyes & mouth 

3) You’ll need to re-route the large ¾” hose so it’s below the throttle body. See

Fig1. The hose will connect to the LM inner adapter. 

4) Connect the large hose to the LM inner support bracket. Slide the stock hose

clamp back into place. You’ll use your stock cap bolts that held the stock air box 

to the throttle body. Slide on the supplied lock washers and flat washers then use 

Loctite and torque them to factory spec.  

5) Next, install the three bolt air filter to the outer support bracket using the

supplied 3 cap bolts, lock and flat washers, nylon nuts, and gasket to be place 

between the elbow and outer support bracket. See FIG.2 Always use Loctite and 

silicone over the nuts to support them from vibration. 

6) The inner bracket should get some silicone around the outside edge. See Fig.4

Spray lube (Like WD-40) on the inside edge of the outer adapter (that has your 

air filter attached), so when the two covers come together the silicone creates a 

gasket seal and does not completely stick the two parts.  

7) Now place the LM outer adapter (that has your air filter attached) over the

inner adapter bracket. Start with screwing in the top button head bolt. The 

bottom and side button head bolts use a lock and flat washers and nylon nut on 

the back side See Fig.5 make sure you use the supplied Loctite on all hardware. 

Always double check your hardware after a few rides. 
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