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LM-04-600R includes: WARNING:  
This is an install at your own risk. This installation procedure is not difficult, but if installed 
incorrectly could result in damage to the new product. If you have any concerns with 
installing this product please have a professional mechanic assist with your needs. Always 
install the product before painting.

4 Double sided tape 
1 Flat head bolt 
1 Rubber washer 
 

Suggestions for install:  
1) First remove the stock chrome dash cover on the tank. 
 2) Next, remove the speedo from the stock dash cover. 
3) Install one double sided tape to the bottom of the speedo (See Image 
“A”) and the other piece to the tank (See Image “B”) 
4) Cut the template from the instructions and tape it to the bike (See 
image “C”) Attach the speedo to the bike, so it fits to the template and 
center on the tank. 
 5) Connect the speedo wiring to the bike. 
6) Remove the round seal that is connected to the stock speedo cover 
and place it over the speedo. Make sure the seal lines up with the Mode 
button. 
7) Before you remove the double sided tape on the bottom of the New 
Raider Dash, pre-fit the Raider Dash to see if the Speedo is in the correct 
location. Install the New Raider Dash, slide it under the bars and in place. 
Once in place the Speedo should sit center with the Raider Dash. If it 
doesn’t sit center then you will need to relocate the Speedo on the tank 
using the spare double side tape. 
8) Next, Remove the Raider dash, install the bottom flathead bolt and the 
rubber washer to the backside. Remove the protective double sided tape 
cover and reinstall to the bike.  
9) Start with the bottom bolt, then install the front two stock cap bolts. 
Tighten everything down evenly. For final install always use Locktite. 
 
Check fit and firmness after your first ride of showing off your Nice bike™. 

Please contact our Tech support if you have any issues or questions on install                          
Techsupport@LowandMean.com or 928-255-0230 
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LM-04-600R includes: WARNING:  

This is an install at your own risk. This installation procedure is not difficult, but if 
installed incorrectly could result in damage to the new product. If you have any concerns 
with installing this product please have a professional mechanic assist with your needs. 
Always install the product before painting.

2 Double sided tape 
1 Flat head bolt 
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